
Gazpromneft Ecogas 15W-40
Бензинови и дизелови двигатели Висококачествени минерални базови масла

Двигателно масло Отлична стабилност срещу окисление

Работа на втечнен газ

 
Description
Gazpromneft Ecogas 15W-40 - Special engine oil designed for use in passenger cars and light trucks
running on liquefied gas or liquid fuels. Thanks to the use of a special additive package, Gazpromneft
Ecogas 15W-40 has high stability to oxidation and anti-wear properties. Protects engines from the
formation of high-temperature, low-temperature and ash deposits.
 
Advantages
• High stability against oxidation - Reduces the formation of deposits in the engine. Extends the
period between two engine repairs.
• Reduced oil ash content - Ensures stable operation of the ignition system and protects combustion
chambers from overheating. Reduces the likelihood of unplanned repairs.
• Alkaline number reserve - Can be used in engines running on gaseous and liquid fuels. Combines
the range of used motor oils and optimizes storage space.
• Special package of additives - Additionally protects engine parts from wear. Creates an opportunity
for savings in the maintenance of equipment.
 
Application

• Passenger cars and light trucks.
• Engines for cars and light trucks running on liquefied petroleum gas (LPG), liquid fuel, as well as
those equipped with a dual fuel system.
• Petrol and diesel engines requiring the use of motor oils of operating class API SL/CF or ACEA A3/B3.
 
Physico-chemical characteristics



Indicator Method Gazpromneft Ecogas 15W-40

Kinematic Viscosity
at 100 °С, mm²/s
at 40 °С, mm²/s

ASTM D 445
ASTM D 445

14.5
107.8

Viscosity Index ASTM D 2270 138

Flash Point (COC), °С ASTM D 92 235

Pour Point, °С ГОСТ 20287 -32

Total Base Number, mg KOH/g ГОСТ 11362 7.5

Sulfated Ash, wt% ГОСТ 12417 1.05

Density
at 20 °С, kg/m³ ASTM D 4052 880

 

Specifications
• SAE 15W-40
• API SL/CF
• ACEA A3/B3
• VW 501 01
• VW 505 00
• MB 229.1

 
 
 
 
 
The company's management system is certified in accordance with international
standards

ISO 9001 ISO 14001 ISO/TS 16949 OHSAS 18001

Gazpromneft — Lubricants Ltd.
117218, Moscow, 14/3 Krzhizhanovski
Str., Block A
Tel: +7 (495) 642-99-69
Fax:+7 (495) 921-48-63

The above data are typical for the current production. Due to continuous research and development, the
information provided in the document may be changed.
Information on the safe use of the product is contained in the Safety Data Sheet. You can get more
detailed information from the technical specialists of the company.
Е-mail: service@maslagaz.com 01/2018


