
Gazpromneft Hydraulic HLP 68
Висококачествени минерални базови масла Ефективна защита от корозия

Отлични противоизносни свойства Прекрасно филтриране

Стабилност към пенообразуване Хидравлични системи

 
Gazpromneft Hydraulic HLP е серия от хидравлични масла, предназначени за използване в
стационарни хидравлични задвижвания, изискващи добри свойства срещу износване,
ефективна защита от корозия, отлична филтрируемост и минимизиране на отлаганията.
Маслата от тази серия имат широка гама от одобрения от различни производители на
хидравлично оборудване и отговарят на експлоатационните изисквания на повечето
хидравлични системи.
 
Advantages
 
Application
 
Physico-chemical characteristics

Indicator Method Gazpromneft Hydraulic HLP 68

Kinematic Viscosity
at 100 °С, mm²/s
at 40 °С, mm²/s

ASTM D 445
ASTM D 445

8.6
68

Flash Point (COC), °С ASTM D 92 236

Pour Point, °С ГОСТ 20287 - 32

Total Acid Number, mg KOH/g ГОСТ 11362 0.6

Density
at 20 °С, kg/cm³ ASTM D 4052 882

Viscosity Index ASTM D 2270 96

Class of purity, not more than ГОСТ 17216 10



 

Approvals
• Denison Hydraulics HF-0
• Denison Hydraulics HF-1
• Denison Hydraulics HF-2
• Eaton Vickers 35VQ25
• Bosch Rexroth Fluid Rating List RDE 90245
• MAG P-69 (ISO 68)
• Beltramelli

Specifications
• DIN 51524 part 2
• ISO 68
• DIN 51524 Part 2
• ISO 11158
• Demag
• Danieli

 
 
 
 
 
The company's management system is certified in accordance with international
standards

ISO 9001 ISO 14001 ISO/TS 16949 OHSAS 18001

Gazpromneft — Lubricants Ltd.
117218, Moscow, 14/3 Krzhizhanovski
Str., Block A
Tel: +7 (495) 642-99-69
Fax:+7 (495) 921-48-63

The above data are typical for the current production. Due to continuous research and development, the
information provided in the document may be changed.
Information on the safe use of the product is contained in the Safety Data Sheet. You can get more
detailed information from the technical specialists of the company.
Е-mail: service@maslagaz.com 01/2018


