
Gazpromneft Diesel Ultra Plus 10W-40
Високи неутрализиращи свойства Двигател с турбокомпресор

До Евро-5 включително Полусинтетично масло

Система за неутрализация на
отработените газове

Система за рециркулация на
отработените газове
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Physico-chemical characteristics

Indicator Method Gazpromneft Diesel Ultra Plus 10W-40

Kinematic Viscosity
at 100 °С, mm²/s
at 40 °С, mm²/s

ASTM D 445
ASTM D 445

15.04
99.5

Viscosity Index ГОСТ 25371 159

Flash Point (COC), °С ГОСТ 4333 222

Pour Point, °С ГОСТ 20287 -41

Total Base Number, mg KOH/g ASTM D 2896 13.8

Sulfated Ash, wt% ГОСТ 12417 1.6

Density
at 15 °С, kg/m³ ASTM D 4052 871.3

 



Approvals
• MB 228.5
• MAN M 3277
• MTU Cat. 3

Specifications
• SAE 10W-40
• API CI-4
• ACEA E4
• Volvo VDS-3
• Renault Trucks RLD-2
• Mack EO-N
• Cummins CES 20078
• Global DHD-1
• JASO DH-1
• DDC 93K215
• ZF TE-ML 03A
• ZF TE-ML 05K
• ZF TE-ML 07D
• ZF TE-ML 21K

 

 



 
 
 
 
 
The company's management system is certified in accordance with international
standards

ISO 9001 ISO 14001 ISO/TS 16949 OHSAS 18001

Gazpromneft — Lubricants Ltd.
117218, Moscow, 14/3 Krzhizhanovski
Str., Block A
Tel: +7 (495) 642-99-69
Fax:+7 (495) 921-48-63

The above data are typical for the current production. Due to continuous research and development, the
information provided in the document may be changed.
Information on the safe use of the product is contained in the Safety Data Sheet. You can get more
detailed information from the technical specialists of the company.
Е-mail: service@maslagaz.com 01/2018


