
Gazpromneft Diesel Prioritet 15W-40
Висококачествени минерални базови масла До Евро-3 включително

Защита срещу износване на цилиндровите втулки Чистота на двигателя

 
Physico-chemical characteristics

Indicator Method Gazpromneft Diesel Prioritet 15W-40

Kinematic Viscosity
at 100 °С, mm²/s
at 40 °С, mm²/s

ASTM D 445
ASTM D 445

15.0
117.5

Flash Point (COC), °С ASTM D 92 227

Pour Point, °С ГОСТ 20287 - 33

Total Base Number, mg KOH/g ГОСТ 11362 9.0

Sulfated Ash, wt% ASTM D 874 1.3

Density
at 20 °С, g/cm³ ASTM D 4052 0.884

Viscosity Index ASTM D 2270 132

 

Approvals
• MAN M 3275-1
• Cummins CES 20076
• ААИ Д5
• ПАО «КАМАЗ»
• ПАО «ТМЗ»

Specifications
• SAE 15W-40
• API SJ/CH-4
• MTU Cat. 2

 
 
 
 
 



The company's management system is certified in accordance with international
standards

ISO 9001 ISO 14001 ISO/TS 16949 OHSAS 18001

Gazpromneft — Lubricants Ltd.
117218, Moscow, 14/3 Krzhizhanovski
Str., Block A
Tel: +7 (495) 642-99-69
Fax:+7 (495) 921-48-63

The above data are typical for the current production. Due to continuous research and development, the
information provided in the document may be changed.
Information on the safe use of the product is contained in the Safety Data Sheet. You can get more
detailed information from the technical specialists of the company.
Е-mail: service@maslagaz.com 01/2018


