
Gazpromneft Super 10W-30
Бензинови и дизелови двигатели Висококачествени минерални базови масла

Всесезонно използване Двигатели с удължен пробег-работни
моточасове

Двигателно масло

 
Description
Gazpromneft Super 10W-30 is an all-season universal motor oil designed for use in gasoline and diesel
engines of high-mileage cars operating in different operating conditions. Gazpromneft Super 10W-30
ensures reliable operation of the engine, preserving its service life. The additional introduction of anti-
wear and detergent additives provides additional protection of the used engine from wear and
deposits.
 
Advantages
• Maintains the pressure in the lubrication system of high-mileage engines.
• Compatibility with sealing materials reduces the likelihood of leaks.
• Maintains the performance of high-mileage engines by using a specially selected additive package.
• Provides protection for high-mileage engines against wear and corrosion when the recommended oil
change intervals are observed.
 
Application

• High mileage cars, vans and minibuses.
• Designed for gasoline and diesel engines (with and without turbocharger) of vehicles where API
SG/CD performance class or lower is required.
 
Physico-chemical characteristics



Indicator Method Gazpromneft Super 10W-30

Kinematic Viscosity
at 100 °С, mm²/s
at 20 °С, mm²/s

ASTM D 445
ASTM D 445

11.5
76.8

Viscosity Index ASTM D 2270 142

Flash Point (COC), °С ASTM D 92 234

Pour Point, °С ASTM D 97 -38

Total Base Number, mg KOH/g ГОСТ 11362 6.0

Sulfated Ash, wt% ASTM D 874 0.9

Density
at 20 °С, kg/m³ ASTM D 4052 876

 

Approvals
• ПАО «АВТОВАЗ»

Specifications
• SAE 10W-30
• API SG/CD

 
Recommendations for the use of Gazpromneft Super 10W-30
The information is for reference only. Data is valid as of 2018. Before use, please consult the
instruction manual.



Brand Model Engine type

CHEVROLET TICO, ESPERO, NEXIA Engines up to 1997

DAIHATSU CUORE, MIRA, CHARADE, TREVIS, MOVE, SIRION,
YOUNG RV, MATERIA, TERIOS, COPEN

Gasoline engines up to
1998

GAZ 3102, 31029, 3110 Gasoline engines up to
2007

GEELY BEAUTY LEOPARD, FREE CRUISER, YUANJIN, VISION,
MEIRI ULIOU

Gasoline engines up to
2010

HONDA CIVIC, ACCORD, LEGEND, NSX Engines up to 1992

HYUNDAI ACCENT, ELANTRA, MATRIX, SANTA FE, SONATA Engines up to 1998

JEEP GRAND CHEROKEE, CHEROKEE Engines up to 1998

KIA CARENS, CARNAVAL, MAGENTIS/OPTIMA,
SPECTRA/SEPHIA/SHUMA, SPORTAGE Engines up to 1997

LADA All models Gasoline engines up to
2000

MAZDA 3, 323, CAPELLA, DEMIO, FAMILIA, PREMACY, VERISA Engines up to 1998

MITSUBISHI CARISMA, COLT, GALANT, L200, LANCER, MIRAGE,
PAJERO, PININ, SPACE STAR Engines up to 2000

NISSAN ALMERA, MAXIMA, MICRA, MARCH, PATHFINDER,
PATROL, TERRANO, PRIMERA, SKYLINE Engines up to 1995

RENAULT CLIO, LAGUNA Gasoline engines up to
1995

TOYOTA CAMRY, CARINA, COROLLA, CORONA, LAND CRUISER,
MARK Engines up to 1992

UAZ 469, 452, 3741, 3151, HUNTER Engines up to 2003

 
 
 
 
 
The company's management system is certified in accordance with international
standards



ISO 9001 ISO 14001 ISO/TS 16949 OHSAS 18001

Gazpromneft — Lubricants Ltd.
117218, Moscow, 14/3 Krzhizhanovski
Str., Block A
Tel: +7 (495) 642-99-69
Fax:+7 (495) 921-48-63

The above data are typical for the current production. Due to continuous research and development, the
information provided in the document may be changed.
Information on the safe use of the product is contained in the Safety Data Sheet. You can get more
detailed information from the technical specialists of the company.
Е-mail: service@maslagaz.com 01/2018


